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ROADW AY DESIGN

ENGINEER ENGINEER

   R/W SHEET NO.5
/
1
4
/
9
9 SHEET NO.PROJECT REFERENCE NO.

U-3308   

-Y18- Liberty St. 

-Y18- Liberty St.

-Y15- Taylor St.

VAR 16’ - 17.5’ 

VAR 36’ - 39’  F-F

VAR. 16’ - 17.5’ 

-Y18- Liberty St. Sta. 10+ 20.00 to 13+ 22.97

-Y18- Liberty St. Sta. 14+ 45.35 to 15+ 15.00

39’  F-F

17.5’

16.5’1’

-Y15- Taylor St. Sta. 10+ 65.03 to 16+ 40.00

02 02

-Y18- Liberty St. Sta. 15+ 15.00 to 16+ 30.00

Var 38’ - 30’  F-F

Var 17’-13’ 

R3

W
a
ll

R
e
ta
in
in
g
 

P
r
o
p
. 

Use With Typical Section # 18

02

2’

6"

E
d
g
e
 
o
f 
L
a
n
e

*Var.

W

W

4.5’

S 

S

5’

4’ 6"

2A-9

Var 17’-13’

*

*No Sidewalk -Y15- Sta. 13+ 80.00 to 16+ 40.00 Rt.

6’

6" 5’ 2’ 2’

020202

6"

Var. 2:1 to 4:1

Var
. 2:

1 to
 4:

1

6"Var
. 2:

1 to
 4:

1

Var. 2:1 to 4:1
02

2’

6’

5’6"

Var. 2:1 to 4:1

Var
. 2:

1 to
 4:

1
02 02 02 02

2’ 5’

6’      

6"

Var
. 2:

1 to
 4:

1

Var. 2:1 to 4:1
6"6"

17.5’ 

VAR

2’

6’

2’5’

02

6"

4:1

6"

11"

02

4:1

6"

6"5’

TYPICAL SECTION NO. 18

TYPICAL SECTION NO. 19

TYPICAL SECTION NO. 20

USE TYPICAL SECTION NO. 18

USE TYPICAL SECTION NO. 19

USE TYPICAL SECTION NO. 20

TRANSITION TO TYPICAL NO. 21:

-Y18- Liberty St. Sta. 16+ 30.00 to 17+ 05.00

GRADE
POINTS

Handrail
Prop.

T

S
GRADE
POINT

C2

5’ - 12.5’

GRADE
POINT SS

11’ 12’ 11’

12’ 12’11’

C1

C2

C3

D1

D2

E1

E2

E3

R1

R2

R3

S

T

U

R4

V1

V2

E4

W

L

V3

K

T

T

T

T

T

E4 E4

E4E4

E2E4 E4

PAVEMENT DESIGN

P
RO

FESSIONA
L

ENGINEER

NO
RT

H CAROLINA

SEAL

014571

reepS .A s
e

ma
J

P
RO

FESSIONA
L

ENGINEER

NO
RT

H CAROLINA

SEAL

031484

V
E

H
CTIM .G R

I
MI

D
AL

V

J

N1

N2

Sta. 46+ 73.00 Rt. -LALT- TO 11+ 25.00 -Y15-
*Sta 48+ 21.00 -LALT- to Sta. 10+ 79.00 -Y15-

GRADE TO THIS LINE

GRADE TO THIS LINE

GRADE TO THIS LINE GRADE TO THIS LINE

8" AGGREGATE BASE COURSE

EARTH MATERIAL

EXISTING PAVEMENT

1.5" TYPE S9.5B

3" TYPE S9.5B

VARIABLE DEPTH S9.5B

4" TYPE I19.0B

4" TYPE B25.0B

VAR. DEPTH TYPE B25.0B

PROP. 1’6" CONC. CURB AND GUTTER

EXIST. 2’6" CONC. CURB AND GUTTER

PROP. 2’6" CONC. CURB AND GUTTER

PROP. CONCRETE ISLAND

PROPOSED CONCRETE SIDEWALK

PROP. 1.5" ASPHALT MILLING

PROP. 3" ASPHALT MILLING

3" TYPE B25.0B

5" TYPE B25.0B

ASPHALT WEDGING (SEE DETAIL)

CLASS IV SUBGRADE STABILIZATION

GEOTEXTILE FOR SOIL STABILIZATION

PROP. ASPHALT MILLING VARIABLE

       OTHERWISE NOTED.

NOTE: ALL SLOPES ARE 1:1 UNLESS 

VARIABLE DEPTH TYPE I19.0B

SUBGRADE STABILIZATION

STABILIZATION

GEOTEXTILE FOR PAVEMENT

11/23/2015 11/19/2015
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